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2, The Pecs thermal power plant is located at Pecsujhegyi, five to six miles
northeast from the center of Pecs. This plant 1e 40 years old and supplies
the Istvan mine, a brickette factory and the 120 KV national network.

3. There are three Ganz turbdo generators st the plant each rated at 10 MW,
three phase, 50-cycle ac., The turbines are quite old but the genergtors
were replaced about 1951, The entire power plant is in s poor state of
repair and although it is rated at 30 Md, it does not produce more than
10 M¥ because of constent breskdowns.

4, There are seven li-ton stean/hr boilers, each 35-40 years oid. These
furnaces have moving grates and are unsble to bura pulverized coal. About
1941, four 25-ton stesm/hr boilers were imported from DDSG /sic/, Viesna.
Becauge there was no rocm to install these boilers in the power house,
they were installed in the cpen adjacent to the power house. These boilers
are Fired with pulverigzed coal.

5. Coal for the plant comes fram the Isivan mine and is of poor guality. Be=
cause the old boilers sve inefficient, they are unsble to burn low calorie
coal and a very large supply of coal which connot be used has been accuma-
lated at the power plant. This coal is rated at =bout 1600 calories. Modern
boilers are able to burn this poor coal, 80 & new power plant is planned
for construction nearly. there is enough coal accumilated
at the old power plant to operate a new one Por eight yesrs., During eight
years, the old power plant will eccumilate enough poor cosl to operate a pew
plant for sn additional seven years, meking a totel of 15 years operation
from the accumilsted coal supply st the old power plant.

6. Coal is brought into the power plant by rail svd stored in gke northwestern
section of the plant yard. There it is sorted and moved to the furnaces by
rail and conveyor belt. The furnaces in the 0ld plent cen only burn coal
of 3500 calories and they use 500-600 tons daily.

T. In 1956 Vertesz received a rush order for the design of the new Pecs thermal
power plant which will tein four turbo generators each rated at 30 M,

three phase, 50-cycle. they wanted the plant completed
. ‘ l 50X1-HUM—™
[DisTRIBUTION| [ sTATE [ Jarwy | V-T'N-NYE ErD ?Algl."!“’frt"f' ] [ 1 [ B

° Sanitized Copy Approved for Release 2010/09/13 : CIA-RDP81-O1043ROOO900150009-3



Sanitized Copy Approved for Release 2010/09/13 : CIA-RDP81-01043R000900150009-3

CelelnFal=DeBoNaTal-A- L
-2 a

and in operation by 1958, The reason for construction of the new station
is secret, but the output is needed for opera,tion of uraniwm 0 A-HUM
mines in the arzas
Cooling water for ‘the old plant is a problem and is supplied from wells

in the ares. Water for the new plant will be taken from the Danube and
brought through underground pipes to the new plant. Va.ter is cocled at

the 0ld plant by two wooden cooling towers. 50X1-HUM

sketch of the existing Pecs thermal pw&r plant,
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